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About Us
Protea Machines (Protea Turf Equipment CC) has been in existence for over 40 

years and is totally committed to the manufacture of its own range of industrial 

machines to the turf industry.

We specialize in the manufacture of machines for bowling greens, golf courses, 

football stadiums, cricket fields and other stadiums.

Our greatest strength is being able to adapt to a changing market and 

technology. We continually update our manufacturing methods, always on the 

lookout for a more economical option without sacrificing quality.

Our main aim is to produce a strong/basic machine, which is affordable and 

can operate under the toughest conditions and complies with stringent 

European specifications.

The Protea brand is firmly established in South Africa, and well known for their 

quality and reliability, and there is a Protea Dealer in every major center. During 

the 2010 FIFA Soccer World cup, most stadiums were using our H.D 914 

mower. In 2013, we also supplied the same machine to the Soccer African Cup 

contractors, and in 2012 – UEFA Cup/Europe.

We currently export to Africa, Mauritius, Dubai, Australia, Europe and New 

Zealand.

In New Zealand, the Protea Bowling Green mower is advertised as the most 

advanced and safest machine on the market.

In 2003, Protea cylinder mowers passed inspection in Europe and are C.E. 

rated. Export accounts for 60% of our sales.
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SI Domestic Range - Petrol
The Protea Sl355, 430, 510 and 630 semi-industrial 
cylinder mowers fill the need for a good quality 
machine that can cope with any domestic as well as 
light industrial mowing conditions.

As a domestic machine, the Protea S.l. will give your 
lawn the same manicured finish found on golf and 
bowling greens as well as cricket pitches.

Additionally, the machine can be customised to 
feature a 9 or 12 Bladed Cutting Cylinder, Low Cut 
Bottom Blade and Smooth Rear Rollers in place of 
the standard Rubberised type. This is done in order 
to cater to the customer’s unique preferences or 
applications.

Specifications

Engine: 3.5HP/ 5HP/ 6HP

Blades: 6 Bladed Cutting Cylinder and High Cut Bottom Blade 
(min. height: 5mm)

Adjustments: •Single height adjuster
•Rear Roller adjustment for levelling machine

Rollers: Rubberised Drums for added traction on uneven 
surfaces.

Optional Extras: Groomer Reel, Pin-Type Scarifier Reel, Nylon  
Sweeper Reel, Transporter Cradle

Size: 14”, 17”, 20”, 25”

www.proteamachines.com Copyright © 2022 6
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SI Domestic Range - Electric

Specifications

Motor: 0.75kW/ 1.1kW

Blades: 6 Bladed Cutting Cylinder and High Cut Bottom 
Blade (min. height: 5mm)

Adjustments: •Single height adjuster
•Rear Roller adjustment for levelling machine

Rollers: Rubberised Drums for added traction on uneven surfaces.

Optional Extras: Groomer Reel, Pin-Type Scarifier Reel, Nylon Sweeper Reel, 
Transporter Cradle

Size: 14”, 17”, 20”, 25”

The Protea Sl355, 430, 510 and 630 semi-industrial 
cylinder mowers fill the need for a good quality 
machine that can cope with any domestic as well as 
light industrial mowing conditions.

As a domestic machine, the Protea S.l. will give your 
lawn the same manicured finish found on golf and 
bowling greens as well as cricket pitches.

Additionally, the machine can be customized to 
feature a 9 or 12 Bladed Cutting Cylinder, Low Cut 
Bottom Blade and Smooth Rear Rollers in place of 
the standard Rubberised type. This is done in order 
to cater to the customer’s unique preferences or 
applications.

www.proteamachines.com Copyright © 2022 7
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SI Greens Cylinder Mower Range - Petrol

Specifications

Engine: 5HP/6HP

Blades: 12 Bladed Cutting Cylinder and Low Cut Bottom 
Blade (min. height: 2.5mm)

Adjustments: •Double Front Roller Adjusters
•Rear Roller adjustment for levelling machine
•New Style Stainless Steel cylinder adjustment

Rollers: Smooth Drums for a consistently level finish

Optional Extras: Groomer Reel, Pin-Type Scarifier Reel, Nylon 
Sweeper Reel, Transporter Cradle, Backlapping Machine

Size: 20”, 25”

The SI 510G (20″) SI630G (25″) petrol mowers are 
being used mainly on golf courses and cricket 
pitches in South Africa. However, in Great Britain, 
this model is used on Bowling Greens, as electric 
bowling green mowers are less common. The 
SI510G and SI630G greens mowers have been 
successfully exported to Great Britain since 2004.

In South Africa, the SI630G (25″) petrol mowers are 
also now being used on bowling greens as a back-
up option in the event of power failures or when 
their BG mower is undergoing maintenance. Also 
suitable for country clubs that have Bowling 
greens/Cricket pitches or Putting greens but can 
only afford one machine.

Teasing Brush: Yes

www.proteamachines.com Copyright © 2022 8
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SI Greens Click Cylinder Mower Range - Petrol

Specifications

Engine: 5HP/6HP

Blades: 12 Bladed Cutting Cylinder and Low Cut Bottom Blade (min. 
height: 2.5mm)

Adjustments: •Dual Front Roller Click Adjusters
•Rear Roller adjustment for levelling machine
•New Style Stainless Steel cylinder adjustment

Rollers: Smooth Drums for a consistently level finish

Optional Extras: Groomer Reel, Pin-Type Scarifier Reel, Nylon Sweeper Reel, 
Transporter Cradle

Size: 20”, 25”

Teasing Brush: Yes

The SI Greens Click Mowers are extremely 
similar to the standard Protea Greens 
mower range, they however feature a click 
adjustment system on the Front Roller to 
allow for quick and easy height of cut 
changes. This is particularly useful for golf 
courses or other areas where the same 
mower is being used to cut varying heights 
in numerous locations.  

The SI510G (20″) SI630G (25″) petrol 
mowers are being used mainly on golf 
courses and cricket pitches in South Africa. 
However, in Great Britain, our Greens 
mowers are used on Bowling Greens, as 
electric bowling green mowers are less 
common. The SI510G and SI630G greens 
mowers have been successfully exported to 
Great Britain since 2004.

www.proteamachines.com Copyright © 2022 9

In South Africa, the SI630G (25″) petrol mowers are also now being used on bowling greens 
as a back-up option in the event of power failures or when their BG mower is undergoing 
maintenance. Also suitable for country clubs that have bowling greens, cricket pitches or 
putting greens but can only afford one machine.
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SI GOLF Range – Putting Green Mower

Specifications

Engine: 5HP/6HP

Blades: 12 Bladed Cutting Cylinder and Low Cut Bottom Blade (min. 
height: 2.5mm)

Adjustments: •Double Click type Front Roller height adjustment
•Rear Roller adjustment for levelling machine
•New Style Stainless Steel cylinder adjustment

Rollers: Smooth Steel Rear Rollers

Size: 20”, 25”

Teasing Brush: Yes

The 510 (20″) Golf and 630 (25″) Golf mower is an 
extremely light machine (510 golf =78kg) which 
makes handling feel effortless.

A special feature is the closeness of the front roller 
and rear roller which makes it easy for the operator 
to follow the contours of a modern undulated golf 
green reducing the risk of scalping. The Golf 
mowers are dual drive, i.e. the operator can 
disengage the Cutting Cylinder whilst driving. 

Cutting height adjustment is quick, simple and 
accurate with our unique click type height adjusters 
in 0.25 increments. Comes standard with Whiehlie
Front Roller and powered pneumatic transporter 
wheels.

www.proteamachines.com Copyright © 2022 10
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SC (Supercut) Precision Cylinder Mower Range

Specifications

Engine: 5HP/6HP

Blades: 12 Bladed Cutting Cylinder and Low Cut Bottom 
Blade (min. height: 2.5mm)

Adjustments: •Front Roller adjustment for height of cut
•Rear Roller adjustment for levelling machine
•Cylinder adjustment to ensure quality of cut

Rollers: Smooth Steel Rear Rollers

Size: 20”, 24”

Teasing Brush: Yes

The SC510 (20″) and SC610 (24”) Supercut 
mowers were designed for golf greens, 
cricket pitches, lawn-tennis and croquet 
courts, in fact, any turf area where a 
tournament and top-grade playing surface 
is essential.

The SC Range has since established itself 
as South Africa’s Cricket Pitch mower of 
choice.

Optional Extras: Groomer Reel, Pin-Type Scarifier Reel, Nylon Sweeper Reel, 
Verticut Reel, Blade-Type Scarifier Reel, Backlapping machine

www.proteamachines.com Copyright © 2022 11
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HD (Heavy Duty) Cylinder Mower Range

Specifications

Engine: 5HP-14HP

Blades: 8 Bladed Cutting Cylinder (reversable) and High Cut Bottom 
Blade (min. height: 6mm)

Adjustments: •Front Roller adjustment for height of cut
•Rear Roller adjustment for levelling machine
•Cylinder adjustment to ensure quality of cut

Rollers: Rubberised Rear Rollers

Size: 24”, 30”, 36”

Optional Extras: Verticutter Cassette, Blade Type Scarifier Cassette, Pin-Type 
Scarifier Cassette, Groomer Cassette, Nylon Sweeper 
Cassette, Backlapping Machine, Trailer Seat

These three Heavy Duty Cylinder Mowers are 
ideal for athletic tracks, rugby fields, cricket 
ovals, hockey fields, private estates, soccer 
fields or any formal grass areas where a 
perfect cut is required. The machine is 
particularly suited for contractors and 
municipalities.

Change-over time from a Cutting Cylinder 
cassette to another cassette is only 15 
minutes.
The HD760 and HD914 are fitted with larger 
engines and can be utilised in conjunction with 
a trailer seat, to transform the HD mower into a 
ride - on mower.
To sharpen the cutting cylinder without having 
to remove it from the mower, the Protea 
Backlapping machine can be used.

www.proteamachines.com Copyright © 2022 12

The HD914, in particular, has become popular over the last few years. 95 HD914s were 
supplied to most soccer stadiums in 2010 for the FIFA Soccer World Cup in South Africa. In 
2012 the HD914 was used in the UEFA Soccer European Cup. Another reason why the HD 
machines have become popular is because of the quick and easy conversion of a mower 
into a powerful Verticutter machine.
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BG760 30” (2 Speed) - Electric

Specifications

Motor: 1.5kW

Blades: 16 Bladed Cutting Cylinder and Low Cut Bottom Blade 
(min. height: 2.5mm)

Adjustments: •Front Roller adjustment for height of cut
•Rear Roller adjustment for levelling machine
•Cylinder adjustment to ensure quality of cut

Rollers: 4 Sectioned Rear Roller assembly, individually driven

Teasing Brush: Yes

Optional Extras: Transporter Cradle, Nylon Sweeper Reel, Extension Cable, 
Groomer Reel, Pin-Type Scarifier Reel, Backlapping machine

The BG760 (30″) Bowling Green Mower has been 
built in South Africa for over 30 years. Protea Turf 
Equipment currently supplies over 90% of Bowling 
Greens found in South Africa. 

The 16 Bladed Cutting Cylinder ensures an 
extremely high clip rate can be obtained, which is 
crucial to acquiring the type of finish that all Bowling 
Greens should strive toward. 

It is fitted with a powerful 1.5kw motor to provide 
additional power for grooming and scarifying. The 
single-phase motor is also fitted with a push button 
overload switch.

www.proteamachines.com Copyright © 2022 13
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BG760 ACE 30” Variable Speed - Electric

Specifications

Motor: 1.5kW

Blades: 16 Bladed cutting cylinder and Low Cut Bottom Blade 
(min. height: 2.5mm)

Adjustments: •Front Roller adjustment for height of cut
•Rear Roller adjustment for levelling machine
•Cylinder adjustment to ensure quality of cut

Rollers: 4 Sectioned Rear Roller assembly, individually driven

Teasing Brush: Yes

Optional Extras: Transporter Cradle, Nylon Sweeper Reel, Extension Cable, 
Groomer Reel, Pin-Type Scarifier Reel

The BG760 Ace Machine is an upgraded version of 
the conventional BG760 Bowling Green Mower. 

Some of the following features outline the 
improvement to the conventional design:
• Variable mowing speed, adjustable from the  

operator’s position, resulting in improved ease of  
use and quality of cut.

• Safety cut-out Handle with interlocked safety 
start-up.

• Rubberised operator’s handle and isolated control  
lever which protects the operator from shock in the 
event of an electrical short.

• The direction of the Cutting Cylinder can be 
reversed, allowing operators to back-lap (sharpen) 
their Cylinder without needing to remove the 
reel/send their cylinder to a sharpening facility.

www.proteamachines.com Copyright © 2022 14
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BG760 Petrol

Specifications

Engine: 9HP/10HP

Blades: 16 Bladed Cutting Cylinder and Low Cut Bottom Blade 
(min. height: 2.5mm)

Adjustments: •Front Roller adjustment for height of cut
•Rear Roller adjustment for levelling machine
•Cylinder adjustment to ensure quality of cut

Rollers: 4 Sectioned Rear Roller assembly, individually driven

Teasing Brush: Yes

Optional Extras: Transporter Cradle, Nylon Sweeper Reel, Groomer Reel, 
Pin-Type Scarifier reel, Backlapping machine

The BG760 (30″) Petrol Bowling Green Mower is 
extremely similar to the standard Protea BG760 
Electric Mower, with one major difference: it features 
a petrol engine. 
This mower is ideal for bowling greens that do not 
feature plug points close to their greens or are in 
areas that have unreliable power supply, provided 
the operators are careful not to accidentally spill 
petrol on the greens.

This unit is modelled after our HD range of mowers, 
but contains features of the standard BG mower, 
effectively making it a hybrid of the 2 ranges.

The 16 Bladed Cutting Cylinder ensures an 
extremely high clip rate can be obtained, which is 
crucial to acquiring the type of finish that all Bowling 
Greens should strive toward. 

It is fitted with a powerful 9HP/10HP petrol engine.

www.proteamachines.com Copyright © 2022 15
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SVG 500 (19”) Petrol Or Electric

Specifications

Engine: Petrol: 5HP/6HP
Electric: 2.2kW

Blades: Verticutting, Scarifying, Grooming

Adjustments: 4 adjustable front and rear wheels for height adjustment

Optional Extras: Verticut reel, Blade-type Scarifier Reel, Groomer Reel, 
Pin-type Scarifier Reel

Used on smaller golf greens, bowling greens and 
cricket pitches. This machine is extremely popular 
for cricket pitches and bowling greens when used 
in conjunction with a scarifying reel when it is time 
to carry out spring treatment.

Runs on high quality rubber wheels with bearings. 
No grass box.
Can be fitted with a Verticut/Scarifier/Groomer or 
Pin-type Scarifier Reel.
All Reel options can be purchased separately.

www.proteamachines.com Copyright © 2022 16
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SVG760 (30”) Scarifier

Specifications

Engine: 9HP / 10HP

Blades: Verticutting, Scarifying, Grooming

Adjustments: Front Roller adjustment for height of cut

Optional Extras: Verticut reel, Blade-type Scarifier Reel, Groomer Reel, 
Pin-type Scarifier Reel, Nylon Sweeper Reel

Same application as the SVG500 machine, but 
larger.

Fitted with front and rear rollers, which make it 
possible to cut right against the edge of the 
green. The smooth rollers will not leave any 
marks on the greens. Supplied with a large 
capacity Grass Box and fitted with a 9HP/10HP 
engine.

The SVG760 has been specially built for bowling 
greens, but can be used on cricket pitches, soccer 
fields or putting greens. Can be fitted with a 
Verticut/Scarifier/Groomer or Nylon Sweeper 
Reel.

Rollers: Front Roller and Smooth Rear Rollers

www.proteamachines.com Copyright © 2022 17
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SI Groomer Range

Specifications

Engine: 4HP / 5HP / 6HP

Blades: Grooming Reel

Optional Extras: Pin-Type Scarifier Reel, Nylon Sweeper Reel

SI430 (17”), SI510 (20”) and SI630 (25”) domestic 
mowers can be converted by removing the Bottom 
Blade and cutting reel. You can now replace the 
Cutting Reel with a Groomer Reel, Pin-Type Scarifier
Reel or Nylon Sweeper Reel.

The SI Groomer range is extremely popular in Great 
Britain, where it is used extensively on bowling and 
putting greens.

This machine is not suitable for Verticutting or 
Scarifying (blade type). 

Rollers: Rubberised Rear Rollers

www.proteamachines.com Copyright © 2022 18
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Sodcutter 460 (18”)

Specifications

Engine: 8HP / 9HP

Blades: Constructed of wear resistant EN45 steel, hardened and 
tempered

Rollers: Studded rubberized rollers

Adjustments: Height Adjuster lever to set depth of cut

The cutting width of the Protea 
Sodcutter is 18″ or 460mm. This is the 
standard size for instant lawn. The 
machine is driven by “V” belts only. No 
expensive gear box to maintain, just 3 
“V” belts. Depending on the condition of 
the ground, the machine should be able 
to cut 1500m² – 2000m² per day.

www.proteamachines.com Copyright © 2022 19

The machine is fitted with an 8HP/9HP 
Engine featuring a 6:1 reduction gearbox –
very powerful and robust.
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Rotary Mower Range

Specifications

Engine: 12HP / 13HP / 14HP

Blades: Hardened swinging blades fitted to the cutter disc

Adjustments: Height of cut adjustable from 12mm-75mm

Extra-large Rear Wheels 355mm diameter x 
100mm wide for additional Traction. Rubber is 
reinforced with an inner steel disc. Rubber will 
not come off or slip.

4 hardened Swinging Blades are fitted to the 
cutter disc. Most manufacturers fit only 3. 
Furthermore, our blades are extra-long for a 
cleaner cut and longer life.
Sliding blocks for the lifting frame are made 
from hardened high tensile steel, not the usual 
sliding soft brass blocks.
Top Deck is fitted with skids allowing it to float 
and slide rather than digging into the ground. On 
the inside of the Top Deck a deflector is welded 
in place to protect the main spindle from tall 
grass wrapping itself around.
The ROT750 machine can be purchased 
together with a Trailer seat, effectively upgrading 
this unit to a ride-on mower.

Engagement: •Dead man’s lever for driving the machine
•Cutter engagement lever

Size: 24”, 30”
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Backlapper Electric

Specifications

Motor: 3/4HP Single Phase, 3 Phase optional

Adjustments: Height Adjuster

Optional driving cogs: BG Mower, HD Mower, SI Mower, Golf Mower

Grinding of cutting cylinders is generally done twice 
a year. However, backlapping the cutting cylinder 
can be done after every cutting, because it only 
takes an average of 7 min.

The Protea Backlapper can be used on all reel 
mowers, one only needs to change the driving cog 
to suit the mower. 

The picture shows the driving cog for the Protea HD 
mower. The driving cog fits in and around the 
cutting cylinder sprocket and drives the cutting 
cylinder. The cutter chain needs to be removed 
beforehand.
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Bowling Green Bank Cutter

Specifications

Motor: 0.75kW

Adjustments: Adjustable cutter deck

Blades: 2 Swinging Blades

The Bank Cutter is used for cutting the grass banks 
of Bowling Greens. Fitted with an electric 0.75kW 
motor and fitted with 2 swinging blades. 

The Rotary Mower is mounted on a frame which can 
be adjusted to the angle of the bank, and the width 
of the ditch.
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SI Transporter Cradle

The SI Transporter cradle is especially 
useful for sports clubs that store their 
machinery further away from their 
greens. Many clubs also have terrain 
such as gravel or cement, where using 
the transporter cradle to navigate the 
machine to and from the field can protect 
the drum set from unnecessary damage, 
ensuring the machine is kept level for 
longer.

Specifications

Wheels: Solid Rubber with ball bearings

Size: 17”, 20”, 25”

SI Nylon Sweeper Reel

Specifications

Bristles: 1.2mm Hard white bristles moulded into a helix shape to aid grass 
collection

The SI Nylon Sweeper Reel is extremely useful for 
applying the finishing touches to a recently cut sports 
field. In order to fit the Sweeper Reel, the Cutting Cylinder 
and Bottom Blade will need to be removed from the 
machine and the Sweeper Reel will need to be fitted in 
place of the Cutting Cylinder.

Bearings: Supplied with unit

Size: 17”, 20”, 25”

www.proteamachines.com Copyright © 2022 23

It can be used to collect any loose blades of grass/debris that were not collected during 
cutting. Additionally, it is possible to achieve lines and patterns on the field by making 
use of the Nylon Sweeper.

The Nylon Sweeper is also especially useful on cricket pitches, where maintaining a 
pitch clear of debris is of significance.
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SI Groomer Reel

Specifications
Blades : 30-50 (depending on size) hardened and tempered spring steel blades

Size: 17”, 20”, 25”

SI Pin-Type Scarifying Reel

Specifications

Nails: 80 – 121 (depending on size) hardened and tempered concrete nails

Bearings: Supplied with unit

Size: 17”, 20”, 25”

The SI and SI-Greens range of cutting cylinder mowers can be 
converted to grooming machines with this additional accessory. 
In order to fit the Grooming Reel, the Cutting Cylinder and 
Bottom Blade will need to be removed from the machine and the 
Grooming Reel will need to be fitted in place of the Cutting 
Cylinder.

The function of a Grooming Reel is to remove thatch in the upper 
layers of the grass and improve its condition. As a result, 
bowling greens, putting greens and cricket pitches will become 
faster. However, the groomer is not designed to be used as a 
Verticutter by digging deeper into the ground (see Verticutting).

Bearings: Supplied with unit

The SI and SI-Greens range of cutting cylinder 
mowers can be converted to scarifying machines 
with this additional accessory. In order to fit the 
Scarifying Reel, the Cutting Cylinder and Bottom 
Blade will need to be removed from the machine 
and the Scarifying Reel will need to be fitted in 
place of the Cutting Cylinder.

A typical Scarifying application is the spring 
treatment of bowling greens and cricket pitches at 
the beginning of the season. The upper layer of 
thatch needs to be totally removed in preparation 
for the laying of new green.

www.proteamachines.com Copyright © 2022 24

Grooming can be done midseason without any disturbance on a well cut, looked after lawn.

The Grooming Reel should be set level with the Rear Roller by adjusting the Front Roller up or 
down. Use a setting gauge or a long ruler to check the setting of the groomer by placing it across 
the Front Roller and Rear Roller. In this position the groomer blade must be level with the gauge, or 
stick out slightly, at most 2-3mm.

Scarifying is necessary not only on greens but on any lawn where there has been constant build-up 
of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower.
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HD Pin – Type Scarifying Cassette

Specifications
Nails : 104 – 187 (depending on size) hardened and tempered concrete nails

Size: 20”, 24”, 30”, 36”

Specifications

Bearings: Supplied with unit

The Pin-Type Scarifier Cassette is very similar to the Blade-
Type Scarifying Cassette, it is however much more effective. 
Featuring between 104 – 187 hardened concrete nails instead 
of 17 – 32 hardened spring steel blades, the Pin-Type 
Scarifying Reel will be able to totally remove the turf on any 
playing surface significantly more efficiently.

A typical Scarifying application is the spring treatment of 
bowling greens and cricket pitches at the beginning of the 
season. The upper layer of thatch needs to be totally removed 
in preparation for the laying of new green.
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Scarifying is necessary not only on greens but on any lawn where there has been constant build-up 
of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower.

HD Blade-Type Scarifying Cassette
The Scarifier blades are almost identical to the 
Verticut blades but the ends are offset or bent.

A typical Scarifying application is the spring 
treatment of bowling greens and cricket pitches 
at the beginning of the season. The upper layer 
of thatch needs to be totally removed in 
preparation for the laying of new green.

Scarifying is necessary not only on greens but 
on any lawn where there has been constant 
build-up of thatch, which will make the grounds 
spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower.

Blades: 17-32 (depending on size) hardened and tempered spring steel blades

Size: 20”, 24”, 30”, 36”

Bearings: Supplied with unit



Protea Machines – Product Catalogue

HD Nylon Sweeper Cassette

Specifications
Bristles : 1.2mm Hard white bristles moulded into a helix shape to aid grass 

collection

Size: 20”, 24”, 30”, 36”

HD Grooming Reel Cassette

Specifications
Blades: 42 – 74 (depending on size) hardened and tempered spring steel blades

Bearings: Supplied with unit

The HD Nylon Sweeper Cassette is extremely useful 
for applying the finishing touches to a recently cut 
sports field.

It can be used to collect any loose blades of 
grass/debris that were not collected during cutting. 
Additionally, it is possible to achieve lines and 
patterns on the field by making use of the Nylon 
Sweeper.

The function of a Grooming Reel is to remove thatch in 
the upper layers of the grass and improve its condition. 
As a result, bowling greens, putting greens and cricket 
pitches will become faster. However, the groomer is not 
designed to be used as a Verticutter by digging deeper 
into the ground (see Verticutting).

Grooming can be done midseason without any 
disturbance on a well cut, looked after lawn. The 
Grooming Reel should be set level with the Rear Roller 
by adjusting the Front Roller up or down. Use a setting 
gauge or a long ruler to check the setting of the 
groomer by placing it across the Front Roller and Rear 
Roller. In this position the groomer blade must be level 
with the gauge, or stick out slightly, at most 2-3mm.

Bearings: Supplied with unit

Size: 20”, 24”, 30”, 36”
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The Nylon Sweeper is also especially useful on cricket pitches, where maintaining a pitch 
clear of debris is of significance.

Fitting the Groomer Cassette is relatively simple. By removing 6 bolts and the Cutting Sprocket, the 
Cutting Cassette can be removed in its entirety and be replaced by the complete Groomer Cassette. 
This process should take no longer than 20 minutes.
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Specifications

Specifications
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HD Trailer Seat (Drum-Type)

The Protea HD Trailer Seat transforms the 
HD760 and HD914 mower into a ride-on 
mower within minutes.

The HD version features drums in order to 
ensure an immaculate finish on the field.

Can be easily removed and refitted to the 
machine when cutting in confined areas is 
necessary.

Drums: Features 2 independent drums that ensure improved manoeuvrability

HD Verticut Cassette
The Verticutter blade is a thin, straight, rectangular 
blade. It is made out of hardened spring steel.

Deep Verticutting is normally required when the 
ground is compacted, and the ground needs to be 
aerated. Prior to Verticutting the ground should be 
watered to make the ground soft. You can Verticut
up to a depth of 25-30mm. This is below the root 
level of grass.

By Verticutting you can aerate the green, then 
fertilize and irrigate it. Nutrients can now penetrate 
down to root level and rejuvenate the green. Before 
this could not happen, due to compaction, water and 
nutrients would just lie on top of the grass and not 
penetrate the ground.

Verticutting will not only loosen the ground, but also bring up dead roots and thatch, encouraging 
further growth.

Blades: 17 – 32 (depending on size) hardened and tempered spring steel blades

Bearings: Supplied with unit

Size: 20”, 24”, 30”, 36”
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BG Pin-Type Scarifying Reel

Specifications
Nails : 152 hardened and tempered concrete nails

BG Groomer Reel

Specifications

Blades: 62 Hardened and tempered spring steel blades

Bearings: Supplied with unit

Bearings: Supplied with unit

A typical scarifying application is the spring 
treatment of Bowling Greens at the beginning of the 
season. The upper layer of thatch needs to be totally 
removed in preparation for the laying of new a 
green.

Additionally, the Scarifier Reel can be used 
throughout the season in order to keep thatching 
under control (light scarifying). It is however 
recommended to keep the Reel somewhat higher 
from the green as the Scarifier Reel can cause 
damage to the green if it is set too low.

The function of a Grooming Reel is to remove thatch in 
the upper layers of the grass and improve its condition. 
As a result, bowling greens, putting greens and cricket 
pitches will become faster. However, the groomer is 
not designed to be used as a Verticutter by digging 
deeper into the ground (see Verticutting).

Bowling greens and putting greens need to be 
maintained to achieve a constant minimum speed of 
the ball. This can be achieved by cutting regularly with 
the lawnmower at a minimum height and using a 
teasing rake or teasing brush. However, if the green is 
still too slow after cutting at this height, the groomer 
must be used.
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Grooming can be done midseason without any disturbance on a well cut, looked after lawn. The 
fitting of the grooming reel is quite simple. You remove the bottom blade and the Cutting Cylinder 
and replace it with a Groomer Reel. The Grooming Reel should be set level with the Rear Roller by 
adjusting the Front Roller up or down. Use a setting gauge or a long ruler to check the setting of the 
groomer by placing it across the Front Roller and Rear Roller. In this position the groomer blade must 
be level with the gauge, or stick out slightly, at most 2-3mm.
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BG Nylon Sweeper Reel

Specifications
Bristles: 1.2mm Hard white bristles moulded into a helix shape to aid collection

BG Heavy Duty Extension Cable

Specifications

Plugs: Standard 3 Pin and Male Lead for BG machine

Bearings: Supplied with unit

Length: 50m

The Nylon Sweeper Reel is a staple for 
most bowling greens.

It is especially useful in terms of 
collecting loose debris from the green, 
which together with the grassbox on the 
BG760 mower, makes it an extremely 
simple task. This is mainly done after 
the green has been groomed or after it 
has been scarified.

The extension cable is made up of thicker than standard 
wire cores to sufficiently supply the powerful motor of the 
BG machine.

The length of the cable is kept to a 50m maximum in 
order to avoid overcurrent in the cable which can lead to 
excessive heat build-up, causing the motor or circuit 
breaker to trip.
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For bowling greens that are struggling with earthworms, it is even recommended to sweep before 
cutting the green, as the earthworms tend to affect the cutting cylinder and bottom blade of the 
mower, making them blunt somewhat quicker.
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BG Transporter Cradle

Specifications

Wheels : Solid Rubber with ball bearings

SVG760 Pin-Type Scarifying Reel

Specifications

The BG Transporter cradle is especially useful 
for Bowling clubs that store their machinery 
further away from their greens. 

Many clubs also have terrain such as gravel or 
cement, where using the transporter cradle to 
navigate the machine to and from the green can 
protect the drum set from unnecessary damage, 
ensuring the machine is kept level for longer.

The Pin-Type Scarifier Reel is very similar to the 
Blade-Type Scarifying Reel, it is however much 
more effective. Featuring between 190 
hardened concrete nails instead of 26 hardened 
spring steel blades, the Pin-Type Scarifying 
Reel will be able to totally remove the turf on 
any playing surface significantly more 
efficiently.

A typical Scarifying application is the spring 
treatment of bowling greens and cricket pitches 
at the beginning of the season. The upper layer 
of thatch needs to be totally removed in 
preparation for the laying of new green.
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Nails: 190 hardened and tempered concrete nails

Bearings: Supplied with unit

Scarifying is necessary not only on greens but on any lawn where there has been constant build-up 
of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower.
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SVG760 Blade-Type Scarifying Reel

Specifications
Blades: 26 hardened and tempered spring steel blades

SVG760 Verticut Reel

Specifications

Blades: 26 Hardened and tempered spring steel blades

Bearings: Supplied with unit

The Scarifier blades are almost identical to 
the Verticut blades but the ends are offset 
or bent.

A typical Scarifying application is the 
spring treatment of bowling greens and 
cricket pitches at the beginning of the 
season. The upper layer of thatch needs to 
be totally removed in preparation for the 
laying of new green.

.

Bearings: Supplied with unit

The Verticutter blade is a thin, straight, 
rectangular blade. It is made out of hardened 
spring steel.

Deep Verticutting is normally required when 
the ground is compacted, and the ground 
needs to be aerated. Prior to Verticutting the 
ground should be watered to make the 
ground soft. You can Verticut up to a depth 
of 25-30mm. This is below the root level of 
grass.
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Scarifying is necessary not only on greens but on any lawn where there has been constant build-
up of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower

By Verticutting you can aerate the green, then fertilize and irrigate it. Nutrients can now penetrate 
down to root level and rejuvenate the green. Before this could not happen, due to compaction, water 
and nutrients would just lie on top of the grass and not penetrate the ground.

Verticutting will not only loosen the ground, but also bring up dead roots and thatch, encouraging 
further growth.
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SVG760 Groomer Reel

Specifications
Blades: 62 hardened and tempered spring steel blades

SVG760 Nylon Sweeper Reel

Specifications
Bristles: 1.2mm Hard white bristles moulded into a helix shape to aid grass collection

Bearings: Supplied with unit

Bearings: Supplied with unit

The function of a Grooming Reel is to remove 
thatch in the upper layers of the grass and 
improve its condition. As a result, bowling greens, 
putting greens and cricket pitches will become 
faster. However, the groomer is not designed to 
be used as a Verticutter by digging deeper into 
the ground (see Verticutting).

Bowling greens and putting greens need to be 
maintained to achieve a constant minimum 
speed of the ball. This can be achieved by cutting 
regularly with the lawnmower at a minimum 
height and using a teasing rake or teasing brush. 
For example, bowling greens are cut at a height 
of 3mm. However, if the green is still too slow 
after cutting at this height, the groomer must be 
used.

The Nylon Sweeper Reel is extremely useful for applying 
the finishing touches to a recently cut sports field.

It can be used to collect any loose blades of grass/debris 
that were not collected during cutting. Additionally, it is 
possible to achieve lines and patterns on the field by 
making use of the Nylon Sweeper.

The Nylon Sweeper is also especially useful on cricket 
pitches, where maintaining a pitch clear of debris is of 
significance.

www.proteamachines.com Copyright © 2022 32

The results are amazing and instantly the speeds of the greens are improved without disturbing 
the playing surface.

Grooming can be done midseason without any disturbance on a well cut, looked after lawn.
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SVG500 Verticut Reel

Specifications
Blades: 18 hardened and tempered spring steel blades

SVG500 Groomer Reel

Specifications

Blades: 41 Hardened and tempered spring steel blades

Bearings: Supplied with unit

Bearings: Supplied with unit

The Verticutter blade is a thin, straight, 
rectangular blade. It is made out of hardened 
spring steel.

Deep Verticutting is normally required when the 
ground is compacted, and the ground needs to 
be aerated. Prior to Verticutting the ground 
should be watered to make the ground soft. You 
can Verticut up to a depth of 25-30mm. This is 
below the root level of grass.

Pulley: Supplied with unit

The function of a Grooming Reel is to remove thatch 
in the upper layers of the grass and improve its 
condition. As a result, bowling greens, putting 
greens and cricket pitches will become faster. 
However, the groomer is not designed to be used as 
a Verticutter by digging deeper into the ground (see 
Verticutting).

Bowling greens and putting greens need to be 
maintained to achieve a constant minimum speed of 
the ball. This can be achieved by cutting regularly 
with the lawnmower at a minimum height and using 
a teasing rake or teasing brush. For example, 
bowling greens are cut at a height of 3mm. However, 
if the green is still too slow after cutting at this 
height, the groomer must be used.

Pulleys: Supplied with unit
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By Verticutting you can aerate the green, then fertilize and irrigate it. Nutrients can now penetrate 
down to root level and rejuvenate the green. Before this could not happen, due to compaction, water 
and nutrients would just lie on top of the grass and not penetrate the ground.

Verticutting will not only loosen the ground, but also bring up dead roots and thatch, encouraging 
further growth.

The results are amazing and instantly the speeds of the greens are improved without disturbing the 
playing surface.

Grooming can be done midseason without any disturbance on a well cut, looked after lawn.
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SVG500 Pin-Type Scarifying Reel

Specifications

Nails : 138 hardened and tempered concrete nails

SVG500 Blade-Type Scarifying Reel

Specifications

Blades: 18 Hardened and tempered spring steel blades

Bearings: Supplied with unit

Bearings: Supplied with unit

Pulley: Supplied with unit

Pulleys: Supplied with unit

The Pin-Type Scarifier Reel is very similar to the Blade-
Type Scarfying Reel, it is however much more effective. 
Featuring between 138 hardened concrete nails instead 
of 18 hardened spring steel blades, the Pin-Type 
Scarifying Reel will be able to totally remove the turf on 
any playing surface significantly more efficiently.

A typical Scarifying application is the spring treatment 
of bowling greens and cricket pitches at the beginning 
of the season. The upper layer of thatch needs to be 
totally removed in preparation for the laying of new 
green.

.

The Scarifier blades are almost identical to the 
Verticut blades but the ends are offset or bent.

A typical Scarifying application is the spring 
treatment of bowling greens and cricket 
pitches at the beginning of the season. The 
upper layer of thatch needs to be totally 
removed in preparation for the laying of new 
green.
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Scarifying is necessary not only on greens but on any lawn where there has been constant build-up 
of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower

Scarifying is necessary not only on greens but on any lawn where there has been constant build-up 
of thatch, which will make the grounds spongy.

With certain grass types such as Kikuyu, the thatch can build up and become so strong, that it 
becomes impossible to maintain a constant height of cut with your lawnmower.
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ROT Trailer Seat (Wheel-Type)

Specifications

Wheels : Features 2 independent solid rubber wheels that ensure improved 
maneuverability.

The Protea Rotary Trailer Seat transforms the ROT750 
mower into a ride-on mower within minutes.

The Rotary version features wheels in order to function on 
somewhat uneven terrain, where the Rotary mower is 
most commonly used.

Can be easily removed and refitted to the machine when 
cutting in confined areas is necessary.
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Contact Us

Physical Address

Postal Address

Telephone

Email

Social Media

Facebook: @ProteaMachines

Instagram: @ProteaMachines
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32 Shaft Road, Knights, Germiston, Gauteng, South Africa

P.O. Box 1673, Bedfordview, 2008, Gauteng, South Africa

+27 11 828 9935

sales@proturf.co.za

Scan To Open Google Map 


